
PPE Required

Typical Crew Size: Typical Material

Description        Class Code    Description                         Class Code

See associated test procedure See associated test procedure

Sequence of Job Tasks Potential Hazards Never

1. Sample specimens are 
prepared and a moisture sample 
is obtained and placed in the 
oven.

1. Burns
2. Contamination

Handle hot material and containers 
without protective gloves.
Proceed with testing until some 
analysis is performed.

2. +#4 and -#4 material is graded 
and the weights retained on each 
sieve are noted.

1. Particles in eyes
2. Moving mechanical 
equipment             

Place hand in moving equipment

3. Specimens are batched and 
allowed to hydrate over night with 
the initial soak water.

4. Final soak water is added and 
the material is compacted using a 
kneader compactor.

1. Moving mechanical 
equipment
2. Injury to fingers and hand

Become distracted while working at 
the kneader compactor
Place hand under the kneader foot

5. Specimen in mold is leveled, 
weighed, and moved to the press 
for exudation.

1. Moving mechanical 
equipment
2. Injury to fingers and hand

Place fingers or hand under the  the 
head of the loading device

6. Exudation is completed and the 
mold is moved to the expansion 
pressure stand for measurement 
and surcharge.

1. Concentrate on the task
2. Use spatula to work material in mold                                                                                                                                                          

1. Consentrate on the task
2. Use caution when bringing the head to bear beginning the test

1. Wear appropriate PPE
2. Consentrate on the task              

 Safe Job Procedures

1. Wear appropriate PPE
2. Strange odors indicate potentials for contamination.

Date Prepared: June2, 2009

Typical Equipment Hardtoe boots

(Crew sizes may vary due to different 
conditions throughout the state).
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7. Stabilometer is moved to the 
loading device, the mold is placed 
on top of the stabilometer, and the 
specimen is extruded.

1. Lifting
2. Foot injury
3. Moving mechanical 
equipment

Carry the stabilometer long distances
Place fingers or hand between the 
follower and the head of the loading 
device

8. Testing is completed the, body 
of the stabilometer is removed 
from the stage, and the specimen 
is discarded.

Notes and Specifications Instructions Other Related Resources

1. Use good lifting technique
2. Make sure that the lock shoe at the base of the stabilometer is tight and carry using the stage, not the body 
of the stabilometer.
3. Consentrate on the task
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